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NARROW BASE, ALTERNATIVE

TEMPORARY CONC. BARRIER

STANDARD PLAN K-80.37-00

TEMPORARY CONC. BARRIER

ANCHORING ~ NARROW

ATTACHMENT LOCATIONS

ATTACHMENT LOCATIONS

ATTACHMENT LOCATIONS

The intended use of this plan is for the temporary installation of Alternative

Temporary Concrete Barrier (F-Shape), Narrow Base (see Standard Plan

K-80.30) on cement concrete pavement or bridge deck.

Use Class 1 when the concrete pavement or bridge deck is 9" or thicker;

use Class 2 when it is 6" or thicker.

Adjust the location of the anchors to avoid the main reinforcing in the deck

when drilling holes.

Use shims to properly fit the anchors to the barrier and roadway surfaces.

Upon removal of the anchors, clean the bolt holes and fill them with grout

according to Standard Specification 6.02.3(20).

TYPE 2 ANCHOR:  CLASS 1

TYPE 2 ANCHOR:  CLASS 2

TYPE 2 ANCHOR:  CLASS 1 & 2

CLASS 1:  6" MIN.

CLASS 2:  9" MIN.

FOR CLASS 1:  

1" EXPANSION BOLT WITH

6" MIN. EMBEDMENT

FOR CLASS 2:  

3/4" EXPANSION BOLT WITH

4 1/2" MIN. EMBEDMENT

4"

1
 1

/2
"

3/4" EXPANSION BOLT WITH

HARDENED WASHER (TYP.)

FOR CLASS 1:  

PL 1/2 × 3 × 0’-5 1/2

FOR CLASS 2:  

PL 3/8 × 3 × 0’-5 1/2

FOR CLASS 1:  

L 3 × 3 × 1/2 × 0’-8

FOR CLASS 2:  

L 3 × 3 × 3/8 × 0’-8
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